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SUMMARY 

An experimental investigation of the effectiveness of single aluminum mete- 
oroid bumpers has been made. For impact velocities up to l 5 , O O O  ft/sec, the pene- 
tration of' 0.062-inch-diameter copper spheres into aluminum targets can be greatly 
reduced by using a properly selected bumper placed an adequate distance from the 
main wall. In the velocity range of this investigation, there was a limit to the 
depth to which some bumper-protected targets were penetrated that occurred at a 
relatively low impact velocity, the lower velocity projectiles producing deeper 
penetrations than the higher velocity projectiles. The effectiveness of the 
bumper against the higher velocity projectiles was caused by the shattering of the 
projectiles as they penetrated the bumper at these velocities and by the disper- 
sion of the resulting fragments over a large area of the main wall. The degree 
of fragmentation was a function of the impact velocity. 

The limit to which the aluminum bumper-protected targets were penetrated by 
copper spheres is a function of the bumper thickness. The optimum bumper thick- 
ness was between 0.5 and 2.0 times the diameter of the impacting projectile. At 
velocities great enough to cause fragmentation of the projectile, the penetration 
decreased with increased bumper standoff distance, up to a point, beyond which 
further increases in the bumper standoff distance had no effect on the penetra- 
tion. A standoff distance greater than 8 projectile diameters was required to 
limit penetration in a bumper-protected target. 

INTRODUCTION 

Meteoroids pose a potential hazard to space vehicles. Considerable research 
is being directed to define this hazard. If it is discovered that the meteoroid 
hazard is great, a means of reducing the hazard must be found. Several fabrica- 
tion techniques to reduce the damage from meteoroid impact are currently being 
studied. This report describes an investigation of a meteoroid bumper, which is 
a concept first proposed by Whipple as a means of reducing impact damage. 
ref. 1.) 

(See 

A meteoroid bumper is a thin shield placed a short distance from the main 
wall of a space vehicle. Whipple envisioned that meteoroids would be fragmented 



or even vaporized while penetrating the bumper and that the resulting debris o r  
vapor would be dispersed over a large area of the main wall. 
and dispersion would result in reduced penetration at any one point. 

This fragmentation 

"his investigation was conducted to determine whether projectiles traveling 
in the velocity range from 0 to 15,000 ft/sec could be shattered while penetrating 
a meteoroid bumper, to determine whether meteoroid bumpers could reduce the pene- 
tration into targets by such projectiles, and also to determine the effect of 
bumper thickness and standoff distance on bumper effectiveness. Impact data were 
obtained for bumpers varying in thickness from 0.010 inch to 0.250 inch to deter- 
mine their effectiveness in reducing the penetration of 0.062-inch-diameter copper 
spheres. 
spheres 0.22 inch in diameter were used as projectiles in the photographic studies 
conducted to determine whether shattering occurred. 

The bumper standoff distance was varied from 0 to 6 inches. Aluminum 

SYMBOLS 

d projectile diameter 

h standoff distance 

P total penetration depth 

Pmax maximum total penetration depth for projectiles traveling in the veloc- 
ity range from o to 15,000 ft/sec 

Pmw deepest penetration in main wall of a bumper-protected target 

bumper thickness tB 

APPARATUS AND TEST TECHNIQUE 

Projectiles and Targets 

The bumper-protected targets tested in this investigation consisted of a 
quasi-infinite main wall of 2024-T4 aluminum a:Lloy and a single bumper of 2024-T3 
or 2024-T4 aluminum alloy separated by a short distance. 
interchangeably to take advantage of available material. 
behave practically the same because of the similarity in their mechanical proper- 
ties. 
alloys as obtained from reference 2 is as follows: 

The two alloys were used 
The two alloys should 

A comparison of the mechanical properties of 2024-T3 and 2024-T4 aluminum 

2024-T3 2024-T4 

Modulus of elasticity, psi . . . . . . . . . . . . . . .  10.6 x lo6 10.6 x lo6 
Brinellhardness . . . . . . . . . . . . . . . . . . . .  120 12 0 
Ultimate tensile strength, psi . . . . . . . . . . . . .  70,000 68, ooo 
Yield tensile strength, psi . . . . . . . . . . . . . .  50, ooo 47,000 

Elongation (in 2 in.) of 1/16-inch specimen, percent . . 18 20 
Shearing strength, psi . . . . . . . . . . . . . . . . .  41,000 41,000 
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A sketch defining the bumper-protected target arrangement and a photograph of the 
actual type used are shown in figure 1. 

Bumper thickness was varied from 0.010 inch to 0.250 inch and the standoff 
distance was varied from 0 to 6 inches. 

The projectiles were 0.062-inch-diameter spheres made of electrolytic tough 
pitch copper and 0.220-inch-diameter spheres made of 2024-T4 aluminum alloy. 
copper spheres were used in the impact tests so that projectile material remaining 
in a crater could be easily detected. 

The 

Projectile Launching Technique 

A 220 Swift rifle was used to accelerate the projectiles to velocities up to 
In order to obtain greater velocities, the projectiles were accel- 7,000 ft/sec. 

erated in a helium light-gas gun with a 0.220-inch-diameter launch tube bore. 
description of this gun can be found in reference 3. 

A 

Each 0.062-inch-diameter sphere was mounted on a cylindrical magnesium sabot, 
0.220 inch in diameter and 0.110 inch long. When the sabot left the launch tube, 
its edge struck a steel bar deflector. The small spherical projectile continued 
along the flight path while the sabot was deflected and hence separated from the 
projectiles. 
22-caliber launch tubes without the use of sabots. 

The 0.220-inch-diameter aluminum spheres were launched from the 

Velocity Measuring Technique 

The velocity of the projectiles was determined by placing two sheets of 
Mylar, aluminized on both sides, along the flight path at a known distance apart. 
The separation distance was 1 foot for the impact tests and 7 feet when the impact 
photographs were taken. The total thickness of the Mylar insulator and the alumi- 
num coatings was 0.00025 inch. A potential was applied between the aluminum 
coatings on each Mylar sheet. When the projectile penetrated the first sheet, 
the aluminum was ionized by the impact and momentarily formed a conducting path 
between the two aluminum surfaces. The resulting discharge started an electronic 
time-interval counter. A similar pulse from the second sheet stopped the counter. 
The impact velocity was considered equal to the velocity measured by this 
technique. 

Penetration Measuring Technique 

Penetrations into the bumpers that were not completely penetrated and into 
the main walls were measured from the original surface of the undisturbed material 
to the deepest point in the crater. The penetration into a completely penetrated 
bumper was considered equal to the bumper thickness. 
the sum of the penetration into the bumper and the penetration into the main wall. 
Penetration depths were measured with a depth gage which was tapered from a 
0.031-inch-diameter stem to a 0.005-inch-diameter point over a 0.106-inch length. 

The total penetration was 
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Photographing Technique 

The photographs of projectiles penetrating the bumpers were taken with a 
high-speed framing camera at the rate of approximately 600,000 frames per second. 
A schematic diagram of the arrangement of the apparatus used to obtain the impact 
photographs is illustrated in figure 2. The camera was placed at one window in 
the test chamber. A xenon tube, used as a high-intensity short-duration light 
source, was placed outside a second window directly across from the first. A 
Fresnel lens placed over the second window focused the light through the camera 
lens. The camera shutter was open for the entire test but the film was exposed 
only while the xenon tube emitted light. 
Mylar sheets was used to trigger the light source as the projectile passed by the 
window. 

The time delay as measured between the 

1 PRESENTATION OF RESULTS 

The ability of a bumper to reduce penetration depends on its ability to shat- 
ter impacting projectiles and to disperse the resulting debris over a large area 
of the main wall. In order to determine if projectile fragmentation and disper- 
sion would occur, photographs of 0.220-inch-diameter 2024-T4 aluminum-alloy 
spheres as they penetrated 0.125-inch-thick 2024-T3 aluminum-alloy bumpers were 
taken at various impact velocities with a high-speed framing camera. The photo- 
graphs in figure 3 show the projectile and bumper fragments shortly after the 
bumpers had been penetrated. The bumper is the vertical line extending from the 
top to the bottom of the photograph. The two short vertical lines are reference 
marks placed 1 inch apart and are out of the flight path of the projectiles. 
projectiles were moving from left to right. 

The 

A projectile which impacted the bumper at 2,780 ft/sec passed through the 
bumper intact and essentially undeformed, as shown in figure 3(a). The projec- 
tile is the leading particle and a plug punched from the bumper follows behind. 
A ring of bumper material can be seen being spalled from the exit side of the 
bumper. An impact velocity of 4,850 ft/sec caused both the projectile and the 
bumper plug to be shattered; however, the projectile fragments remained clus- 
tered at the leading edge of the fragment field, as shown in figure g(b). At 
an impact velocity of 7,250 ft/sec, the projectile was shattered and the frag- 
ments were dispersed. The projectile fragments are indistinguishable from the 
bumper fragments. (See fig. 3(c).) The impact velocity of 13,400 ft/sec caused 
much greater fragmentation and dispersion. The individual fragments were small 
in comparison with the original projectile size. (See fig. 3(d).) A sequence of 
photographs of the dispersion of fragments which took place after this particular 
impact is shown in figure 4. 

The damage which the fragments of a shattered projectile would cause to a 
main wall depends on their individual size and velocity and also on the number 
which strike the main wall within the bounds of a crater caused by a faster frag- 
ment, resulting in a deeper compound crater. 



The photographs in figure 3 and similar photographs at different impact 
velocities show that the number of fragments increased and their size decreased 
with increasing impact velocity. 

The manner in which the fragments were dispersed (see fig. 4) indicates that 
the number of compound craters depends on the standoff distance. A short stand- 
off distance would result in a concentration of fragments on a small area of the 
main, wall. A larger standoff distance would result in a dispersion of fragments 
over a larger area and hence fewer compound craters. 

The velocity of the fragments was obtained from sequence photographs similar 
to those shown in figure 4. 
any one impact varied greatly, with those at the leading edge of the fragment 
field possessing the maximum velocity. 
a function of the impact velocity in figure 5. In this figure, the bumpers were 
0.125 inch thick and the aluminum projectiles had diameters of 0.220 inch. The 
maximum fragment velocity was always less than the impact velocity. As the 
impact velocity was increased the maximum fragment velocity increased. 

The velocity of the individual fragments created by 

The maximum fragment velocity is shown as 

The photographic study shows that at high impact velocities the projectiles 
were shattered by the bumper into many small particles; each fragment possessed 
only a small fraction of the initial kinetic energy of the projectile. The 
photographs also show that the particles are well dispersed so that the residual 
energy will be used in producing many small craters rather than a single deep 
crater. The depth of these craters cannot be accurately predicted from the 
photographs because of the inability to define accurately the size and material 
of the fragments and the number of compound craters that will occur. The actual 
effectiveness of the bumpers was determined from penetration data obtained in 
additional tests. (See tables I and 11.) 

Penetration Data 

Impact velocity.- The effectiveness of a bumper was determined by comparing 
the total penetration in the bumper system (which is the penetration into the 
bumper plus the penetration into the main wall) with the penetration into a quasi- 
infinite target under the same impact conditions. The penetration of copper 
spheres into quasi-infinite targets and bumper-protected targets is shown in fig- 
ure 6. 
impact velocity for the entire velocity range. 

The penetration into the quasi-infinite target increased with increasing 

“he total penetration into the bumper-protected target increased as the 
impact velocity increased in the low-velocity range. At 10,000 ft/sec (see 
fig. 6), the penetration reached a maximum value and decreased with further 
increases in the impact velocity. The bumper thickness was 0.5 the projectile 
diameter and the standoff distance was 32 projectile diameters. 

I At velocities up to 8,000 ft/sec, the bumper did not reduce the penetration. 
In fact, the total penetration was greater than that in the unprotected target. 
In this velocity range, the copper projectiles remained intact after penetrating 
the bumper. A crater formed in the main wall by an intact, unfragmented projec- 
tile is shown in figure 7(a), which is a photograph of the bumper and main wall 
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of t h e  t a r g e t  impacted at 6,350 f t / s e c .  
i t y  range w a s  a result of t h e  f i n i t e  thickness of the  bumper. According t o  r e f -  
erence 4, l e s s  momentum i s  required t o  penetrate  a f i n i t e  p l a t e  than i s  required 
t o  penetrate  a quas i - inf in i te  p l a t e  t o  a depth equal t o  the  p l a t e  thickness .  
Therefore, a p r o j e c t i l e  which remains i n t a c t  after penetrat ing a bumper has more 
momentum l e f t  than a p r o j e c t i l e  which has penetrated t h e  same depth of mater ia l  

The increased penetration i n  t h i s  veloc- 

I i n  a quas i - inf in i te  t a r g e t .  

A t  v e l o c i t i e s  above 8,000 f t / s ec ,  t h e  p r o j e c t i l e s  were sha t te red  and t h e  
bumper w a s  e f f ec t ive  i n  reducing penetrat ion.  The maximum penetrat ion which t h i s  
bumper-protected t a r g e t  received w a s  caused by a p r o j e c t i l e  t r ave l ing  9,950 f t / s e c  
A t  t h i s  ve loc i ty  the  p r o j e c t i l e  was  shat tered;  however, t he  fragments remained 
c lus te red  and formed a deep, i r r egu la r ,  compound c r a t e r .  (See f i g .  7 ( b ) . )  A s  t h e  
impact ve loc i ty  increased above 10,000 f t / s ec ,  t h e  fragmentation and dispers ion of 
fragments became more complete. I n  f igu re  7 ( c )  are  shown the  bumper and main w a l l  
of t h e  t a r g e t  impacted at 12,860 f t / s ec .  
w a s  sha t te red  and t h e  fragments dispersed t o  form many individual  c r a t e r s .  

A t  t h i s  impact ve loc i ty  t h e  p r o j e c t i l e  

As  previously mentioned, t h e  penetrat ion r e su l t i ng  from fragments of a shat-  
t e r e d  p r o j e c t i l e  depends on t h e  s i z e  and ve loc i ty  of t h e  fragments as wel l  as on 
the  cumulative e f f e c t  of compound cra te r ing .  Examination of the  c r a t e r s  i n  the  
main w a l l s  showed t h a t  t h e  number of fragments increased as the  impact ve loc i ty  
increased. This conclusion i s  i n  agreement with t h e  impact photographs taken of 
aluminum p r o j e c t i l e s .  
t h e  fragments increased with increased impact ve loc i ty .  The decrease i n  penetra- 
t i o n  i n  the  bumper-protected t a r g e t  i n  t h e  high-velocity range ind ica tes  t h a t  t h e  
increase i n  fragmentation and dispers ion had a g rea t e r  influence on t h e  pene- 
t r a t i n g  a b i l i t y  of t h e  fragments than d id  t h e  increase i n  fragment ve loc i ty .  

The impact photographs a l s o  showed t h a t  t he  ve loc i ty  of 

~ 

Bumper standoff distance.-  The e f f e c t  of t h e  standoff dis tance on the  t o t a l  
penetrat ion of copper spheres was determined by impacting bumper-protected t a r g e t s  
at various standoff dis tances  while holding t h e  bumper thickness and impact veloc- 
i t y  constant.  The p a r t i c u l a r  bumper used had. a thickness equal t o  0.5 t h e  projec- 
t i l e  diameter - t h a t  i s ,  0.031 inch. The r e s u l t s  of t h i s  study are shown i n  
figure 8. 

A t  impact v e l o c i t i e s  below 9,000 f t / s ec ,  t h e  penetrat ion w a s  independent of 
t h e  bumper standoff dis tance as i l l u s t r a t e d  by t h e  da ta  curves at  2,000 and 
9,000 f t / s ec .  
v e l o c i t i e s  g rea t e r  than 9,000 f t / s ec ,  t h e  penetrat ion decreased as the standoff 
dis tance increased, up t o  a point ,  beyond which f u r t h e r  increases  i n  t h e  standoff 
dis tance had no e f f e c t  on t h e  penetrat ion,  as witnessed by t h e  da ta  curves at 
10,000, 12,000, and 14,000 f t / s e c .  A t  impact ve loc i t i e s  g rea t e r  than 9,000 f t / s e c  
t h e  p r o j e c t i l e  w a s  shat tered.  Increasing t h e  standoff dis tance r e su l t ed  i n  a 
reduction of compound c ra t e r ing  and hence a reduction i n  penetrat ion.  
standoff dis tance w a s  g rea t  enough f o r  v i r t u a l l y  eliminating compound cra te r ing ,  
fu r the r  increases  i n  t h e  standoff dis tance had no e f f e c t  on t h e  penetrat ion.  

A t  these  ve loc i t i e s  t h e  p r o j e c t i l e  remained e s s e n t i a l l y  i n t a c t .  A t  

When the  

A standoff dis tance of approximately 50 times t h e  p r o j e c t i l e  diameter w a s  
required t o  take f u l l  advantage of t h e  dispers ion of fragments when t h e  impact 
ve loc i ty  w a s  12,000 f t / s e c .  
e t e r s  i s  required t o  cause the  t o t a l  penetrat ion t o  decrease with increasing 

A standoff dis tance g rea t e r  than 8 p r o j e c t i l e  d i m -  



impact ve loc i t i e s  from 9,000 f t / s e c  t o  14,000 f t / s e c .  
t o  which t h i s  bumper-protected t a r g e t  w a s  penetrated w a s  constant f o r  a.11 standoff 
dis tances  g rea t e r  than 8 p r o j e c t i l e  diameters. 
times the  p r o j e c t i l e  diameter w a s  produced by p r o j e c t i l e s  t r ave l ing  9,000 f t / s e c .  
For standoff dis tances  less than 8 p r o j e c t i l e  diameters, an increase i n  t h e  impact 
ve loc i ty  always resulted i n  increased penetrat ion.  

However, t h e  maximum depth 

The maximum penetrat ion of 2.4 

Bumper thickness.-  S ix  bumper-protected t a r g e t s  varying only i n  t h e  thick-  
ness of t h e  bumper were t e s t e d  a t  various ve loc i t i e s  t o  determine which bumper - 

w a s  t h e  most e f f ec t ive  i n  reducing t h e  penetrat ion of copper p r o j e c t i l e s .  The 
penetrat ion-veloci ty  curves f o r  these s i x  bumper-protected t a r g e t s  are shown i n  
f igu re  9. The standoff dis tance w a s  16 times the  p r o j e c t i l e  diameter, and t h e  
bumper thickness  w a s  var ied from 0.16 t o  4.0 times t h e  p r o j e c t i l e  diameter. 
long-dashed l i n e  i n  each p a r t  of f i gu re  9 shows t h e  t o t a l  penetrat ion required 
t o  penetrate  t h e  bumper i t s e l f .  The short-dashed curve i s  t h e  penetrat ion i n t o  
an unprotected quas i - inf in i te  t a r g e t  and i s  t h e  experimentally determined curve 
previously shown i n  f igu re  6. 

The 

The t h i n  bumpers, 0.16 and 0.25 p r o j e c t i l e  diameters t h i ck ,  shown i n  f i g -  
ures 9(a) and 9(b) ,  respect ively,  caused t h e  p r o j e c t i l e  t o  s h a t t e r  at  impact 
v e l o c i t i e s  g rea t e r  than 10,000 f t / s e c .  
bumper w a s  e f f ec t ive  i n  reducing the  penetrat ion s l i g h t l y .  
not sha t te red  t o  t h e  degree necessary t o  produce both a maximum penetrat ion and 
a subsequent continuous decrease i n  penetrat ion as seen i n  f igure  6. 

A t  ve loc i t i e s  above 10,000 f t / s e c  t h e  
The p r o j e c t i l e s  were 

The th i cke r  bumpers, 0.3 and 1.0 p r o j e c t i l e  diameters th ick ,  shown i n  f ig -  
- ures 9 (c )  and 9(d) ,  respect ively,  d id  cause fragmentation s u f f i c i e n t  t o  produce 

a maximum and subsequent decrease i n  penetrat ion.  Hence, these  bumpers were 
very e f f ec t ive  i n  reducing penetrat ion at  ve loc i t i e s  g rea t e r  than 9,000 f t / s e c .  

The penetrat ion i n t o  t h e  bumper-protected t a r g e t  t h a t  had a bumper thick-  
ness of 2.0 p r o j e c t i l e  diameters appears t o  have reached a maximum value a t  
10,000 f t / sec ;  however, a subsequent decrease i n  penetrat ion i s  not evident.  
(See f i g .  9(e) . )  
i t se l f .  This bumper w a s  e f f ec t ive  i n  reducing penetration at v e l o c i t i e s  above 
10,000 f t / s e c .  

I n  t h i s  case most of t h e  penetrat ion w a s  i n t o  t h e  bumper 

The bumper which was 4.0 p r o j e c t i l e  diameters t h i ck  w a s  excessive.  (See 
f i g .  9 ( f )  .) The penetrat ion of 4.0 p r o j e c t i l e  diameters required t o  penetrate  
t he  bumper i t se l f  i s  g rea t e r  than t h e  maximum t o t a l  penetrat ions i n t o  t h e  tar- 
ge t s  having th inner  bumpers. This bumper was  i ne f f ec t ive  a t  a l l  t e s t  v e l o c i t i e s .  

A comparison of t h e  e f fec t iveness  of these  s i x  bumpers can be made by com- 
paring t h e  percent reduction i n  t o t a l  penetrat ion at any given ve loc i ty  or by 
comparing t h e  maximum depth t o  which each w a s  penetrated i n  t h e  ve loc i ty  range 
of t h i s  inves t iga t ion .  
impact ve loc i ty  i s  unknown, was chosen. 

The l a t t e r  method, which i s  more meaningful when t h e  

The maximum penetrat ions of copper spheres obtained i n  the  ve loc i ty  range 
from 0 t o  13,000 f't/sec are shown i n  f igure  10 as a function of t h e  bumper thick-  
ness.  
thickness .  

The long-dashed l i n e  represents  t o t a l  maximum penetrat ion equal t o  bumper 
The spread at  bumper thicknesses of 0.5 and 1.0 p r o j e c t i l e  diameters 
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shows the degree t o  which da ta  were sca t te red  i n  t h e  veloci ty  range i n  which the  
m a x i m u m  penetrat ion occurred. The c i r c u l a r  da ta  point f o r  the  bumper thickness 
of 2.0 p r o j e c t i l e  diameters indicates  a well-defined value of maximum penetration. 
However, t h i s  maximum w a s  determined from only a few data  points  which happcned 
t o  provide a smooth curve. The arrows indicate  t h e  bumper systems which had no 
peak penetration i n  t h e  veloci ty  range of t h i s  invest igat ion.  
arrow i s  located a t  t h e  deepest penetration obtained i n  t h i s  invest igat ion.  

The base of t h e  

The m a x i m u m  penetration i s  d e f i n i t e l y  a function of bumper thickness .  The 
maximum penetration i n t o  bumper-protected t a r g e t s  t h a t  had bumper thicknesses 
between 0.5 and 2.0 p r o j e c t i l e  diameters w a s  less than the  penetrations observed 
i n  t a r g e t s  which had e i t h e r  th icker  or thinner  bumpers. The bumper-protected 
t a r g e t  t h a t  had a bumper thickness of 0.5 p r o j e c t i l e  diameter w a s  t h e  most effec-  
t ive i n  reducing penetration damage. 

DISCUSSION 

Meteoroids approach t h e  ear th  from a l l  d i rec t ions  and with a wide range of 
speeds. I n  some cases t h e  v e l o c i t i e s  of a meteoroid and a space vehicle i n  the 
v i c i n i t y  w i l l  be subtract ive and a low, near ly  zero, impact ve loc i ty  w i l l  r e s u l t .  
I n  other  cases t h e  v e l o c i t i e s  will be addi t ive and an impact veloci ty  of over 
200,000 f t / s e c  w i l l  result. 
only a s m a l l  por t ion of t h e  range of expected jmpact v e l o c i t i e s  between meteoroid 
and space vehicle.  The t rends observed i n  t h i s  invest igat ion are c lear ;  however, 
any extrapolat ion t o  meteoric v e l o c i t i e s  should be done with care.  

The da ta  contained i n  t h i s  report  were obtained i n  

If t h e  t rends observed i n  t h e  ve loc i ty  range from 0 t o  14,000 f t / s e c  f o r  the  
bumper-protected t a r g e t  i n  f igure  6 p e r s i s t  at  v e l o c i t i e s  grea te r  than 
14,000 f t / s e c ,  then t h e  penetrat ion depth w i l l  continue t o  decrease with 
increasing impact veloci ty ,  u n t i l  at some ve loc i ty  t h e  fragmentation and disper- 
s ion may be so complete t h a t  only negl igible  penetrat ion damage i s  i n f l i c t e d  t o  a 
very t h i c k  main w a l l .  I f  t h i s  i s  the  case, then t h e  m a x i m u m  penetration observed 
at  10,000 f t / s e c  would be t h e  absolute maximum penetrat ion obtained i n  t h e  vcloc- 
i t y  range from 0 t o  200,000 f t / s e c .  
p r o j e c t i l e  diameters, as obtained from t h e  present t e s t s ,  would not only be 
applicable t o  t h e  range from 0 t o  14,000 f t / s e c ,  but f o r  t h e  f u l l  range of mete- 
oroid impact v e l o c i t i e s  provided t h a t  t h e  main w a l l  i s  quas i - inf in i te .  

The optimum bumper thickness of 0.5 t o  2.0 

In  order t o  convert the  data  t o  f ini te- thickness  main w a l l s  expected i n  
space vehicles ,  the  t o t a l  f i n i t e  thickness of aluminum required t o  prevent p a r t i -  
c l e  penetrat ion w a s  calculated by multiplying t h e  maximum penetration i n t o  t h e  
main w a l l  by a f a c t o r  of 1.5 and adding t h i s  t o  t h e  bumper thickness.  It has been 
shown i n  reference 4 t h a t  a f i n i t e  p l a t e  w i l l  just  prevent complete penetration of 
a p r o j e c t i l e  i f  t h e  p l a t e  thickness i s  1.5 times t h e  depth t h e  p a r t i c l e  would have 
penetrated i n  a quas i - inf in i te  p l a t e .  The results of the  calculat ions a r e  shown 
i n  f igure  11. The curve shows t h a t  a minimum t o t a l  thickness of approximately 
3 p r o j e c t i l e  diameters w i l l  prevent p a r t i c l e  penetration f o r  a l l  the copper pro- 
j e c t i l e s  t rave l ing  i n  the  veloci ty  range from 0 t o  l5,OOO f t / s e c  provided t h a t  
the  bumper thickness i s  between 0.5 and 2.0 prot ject i le  diameters. This thickness 
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may be capable of preventing particle penetration through the full range of mete- 
oroid velocities. 

The use of a finite-thickness main wall makes other considerations necessary. 
Besides penetration damage from individual fragments, a thin finite main wall may 
fail because of the pressure pulse created when the many projectile and bumper 
fragments strike the main wall. This type of damage may possibly be eliminated 
by using a large standoff distance, possibly many times that required to limit 
particle penetration. 

The shape of the curve in figure 10 is believed to be representative and 
will occur when other projectiles and bumpers are tested. However, the magni- 
tude of the maximum penetration and the optimum bumper thickness will probably 
vary with projectile and bumper materials. 

CONCLUSIONS 

The results of this experimental investigation of the effectiveness of 
single aluminum meteoroid bumpers have shown that - 

1. At high impact velocities the projectiles were shattered by the bumper 
into many small particles, each of which.possessed only a small fraction of the 
initial kinetic energy of the projectile. 

2. In some bumper-protected targets the penetration increased as the impact 
velocity increased until a maximum total penetration was reached at approximately 
10,000 ft/sec. 
impact velocity. 

The total penetration decreased with further increases in the 

3. At velocities too low to cause fragmentation of the projectile, the total 
penetration is independent of bumper standoff distance. 

4. At velocities great enough to cause projectile fragmentation, the total 
penetration decreased with increased bumper standoff distance, up to a point, 
beyond which further increases in bumper standoff distance had no effect on the 
total penetration. 

5. A standoff distance greater than 8 projectile diameters is required to 
cause the total penetration to decrease with increasing impact velocities from 
9,000 ft/sec to 14,000 ft/sec. 

6. The maximum total penetration observed in a bumper-protected target in 
the velocity range from 0 to 15,000 ft/sec was definitely a function of the 
bumper thickness. 
the lowest maximum total penetration and is therefore considered the most effec- 
tive bumper thickness of those investigated. 

The bumper thickness of 0.3 the projectile diameter produced 

Any attempt to predict the behavior of bumper-protected targets when im- 
pacted by meteoroids with the use of the data contained in this report should be 
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done with care.  If meteoroids can be sha t te red  by bumpers t o  the  same degree t h a t  
the  copper and aluminum spheres were, mete0roi.d bumpers could be very e f f ec t ive  
against  high-velocity meteoroids. 

Langley Research Center, 
National Aeronautics and Space Administration, 

Langley S ta t ion ,  Hampton, V a . ,  Febru.ary 11, 1963. 
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TABLE I.- IMPACT DATA FOR 0.062-INCH-DIAMETER COPPER SPHERES 

STRIKING QUASI-INFINITE! ALUMIIWEI TARGETS 

Impact velocity,  f t / s e c  

1,700 
2,450 
3, 400 
4,100 
5,380 
6, 030 
6, 850 
87 040 
io, 690 
10, 790 
io, 860 
11,950 
13,140 

Penetration, in .  

0.032 
- 055 
.085 
.098 
.107 
.120 
133 

- 139 
.182 
.184 
.185 
.182 
.187 
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TABU 11.- MPACT DATA FOR 0.062-INCH-DIAMETER COPPER SPHERES STRIKING QUASI-INFINITE ALUMINUM TARGETS 

PROTECTED BY SMGLK ALUMINUM BLJMPERS 

h p a c t  v e l o c i t y ,  f t / s e c  T o t a l  p e n e t r a t i o n ,  i n .  

tB = 0.051 i n . ;  h = 2 i n .  I mpact vssloci ty ,  f t / s e c  

2,080 
3,080 
3,850 
5,600 
6,350 
6,780 
7,480 

9,430 
9,840 

11,170 
11,800 
12,310 
12,860 

9,050 

9,950 

I 

T o t a l  p e n e t r a t i o n ,  

0.068 
,089 
.112 
.I39 
.140 
.i36 
.140 
,150 
.146 
,154 
,154 
.110 
,123 
.120 
,110 

6,920 
8, 310 
9,170 

I tg = 0.010 i n . ;  h = 1 in. 

6,500 
7,030 

.135 . 146 

.164 7,580 

1,610 
2,660 
3,080 

4,360 
5,520 

3,870 

6,460 

11,230 .189 
12,500 .l64 

I tB = 0.016 in.; h = 1 i n .  

0.056 
,066 
,080 

I 
.094 
,099 
,114 ~ 

,129 I 

I 

7,930 
9,590 
io, 910 
11,280 

10,400 
12,050 
12,130 

1,540 
2,590 
5,590 
4,510 
5,490 

6,300 
6,670 
7,440 
7,860 

8,720 

51 750 

7,870 

a, a10 
9,010 

9,900 .142 
.101 12,150 I .125 

.125 

.118 

12,450 

~- 

0.033 
.109 
.120 
,117 
,116 
,128 
.133 
,134 
.130 
,158 
.132 
. 169 
.lss 
.155 
,146 
,125 
,128 
.122 

tB = 0.125 i n . ;  h = 1 i n .  

0.043 
.140 
.139 
.149 
.141 
,137 
.144 
.148 
.15J 
.173 
,166 
.164 

I 12,320 .163 
7 

tB = 0.250 in.; h = 1 i n .  
0.068 
,095 1 
.lo7 , 
.127 1,850 0.034 
.129 1 2,580 .056 
,136 3,470 .091 
.158 5, P O  .110 
.158 5,950 .122 
.I66 ~ 6,550 .153 

7,660 .15a I 8,050 .164 
.I77 
.I48 
.lj8 12,210 .23a 
.la1 
,158 
.169 

I- 
1 tB = 0.031 i n . ;  h = 0 in. 
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Figure 2.-  Apparatus used i n  photographing technique. 
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Bumper-p ro t  ected target- 

Total penetrat ion = Bumper thickness Total penetrat ion = Bumper thickness 1 --__-__---- 

j I i I 1 J  14x103 
0 2 4 6 8 10 12 

Impact velocity , f t / sec  

Figure 6.- Variation of total penetration with impact velocity in bumper-protected target. Bumpers 
were 0.031-inch-thick 2024-Tj aluminum alloy at a standoff of 2 inches; main walls were l-inch- 
thick 2024-Tk aluminum alloy; projectiles were 0.062-inch-diameter copper spheres. 
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Bumper Main wall 

(a) Impact velocity = 6,350 ft/sec. 

I" 

Bumper 

(b) Impact velocity = 9,950 ft/sec. 

Main wall 

Bumper 

(c) Impact velocity = 12,860 ft/sec. 

Main wall 

Figure 7.- Damage to bumper-protected targets at various impact velocities. Bumpers were 0.031- 
inch-thick 2024-Tj aluminum alloy at a standoff of 2 inches; main walls were 1-inch-thick 
2024-Th aluminum alloy; projectiles were 0.062-inch-diameter copper spheres. 
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Figure 9.- Effect of bumper thickness on the variation of total penetration with impact velocity. 
Bumpers were 2024-T3 aluminum alloy at a standoff of 1 inch; main walls were 1-inch-thick 
2024-T4 aluminum alloy; projectiles were 0.062-inch-diameter copper spheres. 
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Figure 10.- Effect of bumper thickness on the maximum penetration. Bumpers were 2024-Tj aluminum 
alloy at a standoff greater than 8 projectile diameters; main walls were 1-inch-thick 2024-T4 
aluminum alloy; projectiles were 0.062-inch-diameter copper spheres. 
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Figure 11.- Calculated effect of bumper thickness on minimum total thickness required to prevent 
complete penetration of projectiles at any impact velocity in the velocity range from 0 to 
15,000 ft/sec. 
diameters; main walls were 1-inch-thick 2024-T4 aluminum alloy; projectiles were 0.062-inch- 
diameter copper spheres. 

Bumpers were 2024-Tj aluminum alloy at a standoff greater than 8 projectile 
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